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Installation Instructions

To install BESA Research, you need to have administrator privileges on your computer. The shown figures
are taken from an installation on a computer with the Windows 10 operating system. On other operating
systems, the appearance will slightly differ.

1. Please insert the installation CD into your .G el .
H H | Setuj 24.09.2012 1414 File folder
compute_r. If the installation dogs _not start = oo e
automat|ca”y, run flle n folder @) Autorun.inf 16.11.2006 17:04 Setup Information 1KB
and Contlnue Wlth Step 3 ReadMe.txt 24.09.2012 15:20 TXT File 1kB

2. If you have downloaded BESA Research 6.1
from our website, run

3. The installation wizard starts and the welcome 8) BESA Research 6.1 - InstallShield Wizard %

screen is displayed. Press the Next button.

Welcome to the InstallShield Wizard for BESA
Research 6.1

The InstallShield(R) Wizard will install BESA Research 6.1 0n
your computer. To continue, dick Next.

WARNING: This program is protected by copyright law and
international treaties.

4. Please read the license agreement. If you 8 BESA Research 6.1 - InstalShield Wizard X
accept it, select | accept the terms in the License Agreement
Iicense agreement and preSS the Next button Plzase read the following license agreement carefully.

License Agreement

This is a legal agreement between the licensee (either an individual or an

entity) and BESA GmbH. Freihamer Str. 18, 82166 Graefelfing / Munich,

F R.G. (HRB:109956), hereinafter called BESA. With the acceptance of the
offer to license the BESA Research software, or. at the latest by installing or
using the software packet the licensee is agreeing to be bound by the terms of
this agreement. If the licensee does not accept the before mentioned offer, or,

if the licensee does not agree to the terms of this agreement, he shall v
(®)1 accept the terms in the license agreement Print

()1 do not accept the terms in the license agreement

InstallShield
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5. The default installation folder of BESA Research
is the subfolder of your

computer’s directory. If you

would like to install to a different location, press

the Change... button and specify the desired
path.

6. Press the Next button to continue.

Select the desired setup type.
Usually a Complete installation is

recommended. With a Custom installation, you

can specify which components to install.
9. Press the Next button to continue.

10. BESA Research is now ready for installation.
Press the Install button.
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) BESA Research 6.1 - InstallShield Wizard X

Destination Folder
Click Next to install to this folder, or dick Change to install to a different

Install BESA Research 6.1 to:

Ct\Program Files (x86)\BESA\Research_6_1\ Change...

Installshield

1) BESA Research 6.1 - InstallShield Wizard et

Setup Type
Choose the setup type that best stits your needs.

Please select a setup type.
(® Complete

All program features wil be installed. (Requires the most disk
space.

() Custom

Choose which program features you wantinstalled and where they
wil be installed. Recommended for advanced users.

Installshield

) BESA Research 6.1 - InstallShield Wizard x

Ready to Install the Program
The wizard is ready to begin installation.

Click Install to begin the installation.

If you want to review or change any of your installation settings, dick Back. Click Cancel to
exit the wizard.

InstallShield

< Back Install Cancel
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11. BESA Research is now being installed on your ) BESA Research 6.1 - InstalShield Wizard - x

computer. Installing BESA Research 6.1
The program features you selected are being installed.

Please wait while the InstallShield Wizard installs BESA Research 6.1, This
may take several minutes,

Status:
Registering product

Installshield

12. Towards the end of the installation process, a BESA-MATLA interface configuration WML W=

dlalog Wlndow Opens to perform the Setup Of the To configure the BESA-MATLAE interface, select your MATLAB wersion in the drop down list
MATLAB Interface below and hitthe 'Canfigure' button
i i i If your MATLAB wersion is notlisted. please tyy aversion number close to vours. Ifyou
Important note: The COITeSpOﬂdlng dla|Og WIndOW encounter any problems, please contact us at research-suppot@besa.de
might open in the background (behind the nircmartetcble (vte FEEA hastron Hart Crogner ‘WATLAS ariate { Contiuraton’)
InstallShield Wizard window). In this case, please HMATLAB is ot installed an your computer,selectcnone>" o hit Skig* o skip the
bring it to the foreground by selecting the BESA ot ol e EESEMATLAR eroee
. Select MATLAB version:
icon from the taskbar. =]
13. In the dropdown menu select the MATLAB Mol Versian L L et 1) E
version that is installed on your computer and RS S
press the Configure b_utton. If MATLAB is not Mt verson 1 Son oty
installed, press the Skip button. Vit ersion 710 3264 R 10a)
Matlab Yersion 7.9 64bit (R2009b) -
14. Confirm the message box on the successful BESA-MATLAB interface configuration
MATLAB interface configuration by pressing the
OK button. The MATLAE interface has been successfully configured.

ﬁ! BESA Research 6.1 - InstallShield Wizard X

15. Installation of BESA Research is now complete.
You have the option to install Sentinel HASP
dongle drivers. Unless they are already
installed, please make sure the box Install
Sentinel HASP dongle drivers is checked and
proceed by pressing the Finish button.

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed BESA
Research 6. 1. Click Finish to exit the wizard.

Install BESA licence key drivers
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16. Next, the Sentinel Runtime Installation Wizard 1) sentinel Runtime Setup - X
opens. Press the Next button to continue. Welcome to the Sentinel Runtime
@afehlet Installation Wizard

Itis strongly recommended that wou exit all Windows programs
betore unning this setup program.

Click Cancel to quit the setup program, then close any programs
you have running. Click Nest to continue the installation.

‘wWaRNING: This program is protected by copyright law and
intemnational treaties.

Unautharized reproduction or distribution of this pragram, or any
partion of it, may result in severe civil and criminal penalties, and
will be prozecuted to the mavimum extent possible under law.

Instalishield — —
17. Please read the SafeNet license agreement. In 4l Sentinel Runtime Setup - X
case you accept it, select | accept the license
agreement and press the Next button to “foumust agree with the license agieement below to proceed Net.
continue. -
SAFENET SENTINEL LDK PRODUCT END USER
LICENSE AGREEMENT

IMPORTANT INFORMATION - PLEASE READ THIS AGREEMENT CAREFULLY BEFORE
USING THE CONTENTS OF THE PACKAGE AND/OR BEFORE DOWNLOADING OR
INSTALLING THE SOFTWARE PRODUCT. ALL ORDERS FOR AND USE OF THE
SENTINEL® LDK PRODUCTS (including without limitation, the Developer's Kit, libraries,
utilities, diskettes, CD_ROM, DVD, Sentinel keys, the software compenent of SafeMet
Sentinel LDK and the Sentinel LDK Software Protection and Licensing Guide)
(hereinafter "Product”) SUPPLIED BY SAFENET, INC., (or any of its affiliates - either of
them referred to as "SAFENET") ARE AND SHALL BE, SUBJECT TO THE TERMS AND
COMDITIONS SET FORTH IN THIS AGREEMENT.

(@] accept the license agreement

(11 do not accept the license ageement

InstallShield
Reset < Back Cancel

18. The HASP dongle driver setup is now ready. 4 Sentinel Runtime Setup - X
Press the Next button. W
Click Mext to begin installation. Net.

Click the: Back button to resnter the installation information or click Cancel to exit
the wizard

InstaliShield

< Back Cancel
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19. Installation of the drivers and system update 14! Sentinel Runtime Setup -

may take a few minutes. W
The features you selected are currently being installed Net_

Iristall drivers:

InstallShield

Cancel

20. The installation of the Sentinel Runtime is now 1) sentinel Runtime Setup - x
complete. Press the Finish button. Sentinel Runtime has been
@afeNet. successfully installed.

The Sentinel HASP Run-time Environment uses
port 1947 to communicate with local and remote
components. If you use a firewall, ensure that it
does not block this port.

Click. the Finish button to exit this installation.

InstallShield

< Back Cancel

21. Settings of BESA Research 5.3: If you have used BESA Research 5.3 before and you want
to use e.g. your settings or user montages in BESA Research 6.1, please proceed as follows.
Note that the following directories are default locations for an installation on Windows 7.

e If required, copy the user montages and scripts from the
folder to the
folder.

e If required, copy the settings from the
folder to the folder.

22. Check for updates: After first starting BESA

Research, and from time to time in your daily Options
use, check if there are program updates Src ] T |_1

available. You can do this by selecting the Help
- Check for Updates in BESA Research
menu item (internet connection required).

Check for Updates...
Tutorials on the BESA Website
About this program
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